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Procedure Summary

oj ecti ves

The objective of this OBCP is to switch MMO to the MMO cruise
st andby node of the MMO cruise active node fromthe MVO cruise
initial node.

Note this OBCP is also started as part of the MMO switch to Standby
node (see procedure JX- FCP-001).

Summary of Constraints

n/a

Spacecraft Configuration

Start of Procedure
MMO in Cruise Initial Mde

End of Procedure
MMO in Cruise Standby Mde

Ref erence Fil e(s)

I nput Command Sequences

Qut put Command Sequences

AJXFO03A
Ref erenced Di spl ays

ANDs GRDs SLDs

DJXA0001 (None)

DJXA0002

Configuration Control |nformation
DATE FOP | SSUE| VERSI ON MODI FI CATI ON DESCRI PTI ON AUTHOR SPR REF
20/02/2017 1 Created a.dietz-bc
12/04/2017 1.01 Update of AND display information a.dietz-bc
13/12/2017 2 Update of TM descriptions after database changes. a.dietz-bc
13/12/2017 2.01 Added note on the expected TM status at the end. a.dietz-bc
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Procedure Fl owchart Overview |
| START of Procedure |
Preconditions

Start MMO
Operational Heater
Control

A 4
END of Procedure
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Step | Label / Ti me [ Act i vi ty/ Remar ks/ Branch [CK| Display
Begi nni ng of Procedure
Begi nni ng of Sequence
ADUMWYSQ Precondi ti ons
Ti neTag type : B
1 Preconditions
Next step(s):
-> 2
1.1 Check MO in initial node
Check that the MO is in Cruise active npde.
Verify Tel emetry AND=DJXA0001
NPWD1601 MVOD- CNV- A- ON- ST PKT=YCD0Z066
= On
Verify Tel emetry AND=DJXA0001
NRUD4002 MMO CNV_A RLY_ST- A PKT=YCD0Z068
= Miin
oR
Verify Tel emetry AND=DJXA0001
NPWD1602 MVD- CNV- B- ON- ST PKT=YCD0Z066
= On
Verify Tel emetry AND=DJXA0001
NRUD3002 MMO CNV_B_RLY_ST- A PKT=YCD0Z068
= Miin
Check that the operational heater control is not yet
started.
Verify Tel emetry AND=DJXA0002
NJXD0022 TCS_MODE_ST PKT=YCL0Z001
= STBY
Verify Tel emetry AND=DJXA0002
NJIXD0024 PCD_DRU_PSU_A_ON _OF PKT=YCL0Z001
= OFF
Verify Tel emetry AND=DJXA0002
NIXD0025 PCD_DRU_PSU _B_ON OF PKT=YCL0Z001
= OFF
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Step | Label / Ti me Acti vi ty/ Remar ks/ Br anch

ADUMVVSQ End of Sequence

Begi nni ng of Sequence
AJXFO03A MMO HTR CTL OBCP

Ti meTag type : B

Last Checkin: 13/12/2017

2 Start MMO Operational Heater Control
Next step(s):
-> END
+00. 00. 00 Execut e Tel ecommand
ZIXK4242 Start OBCP: MMO Op. Heater Control Start
TC Control Fl ags:
GBM | L DSE
A s
The start of the MMO Operational Heater Control Start
OBCP wi Il be signalled by the follow ng event:
Verify Packet Reception
YCDV36B4 DMS OBCP Load and Start Success
TM 5,1), APID 167 (10/7) PlI1=14004 PI2=0
NCDBFA4H OBCP ldentifier = 4242 <dec> (None)
The OBCP checks that the MMO is already in Cruise
Initial node, check the operational heater control
status and the DRU tenperature, before it starts the
operational heater control.
The end of the OBCP will be signalled by the follow ng
event:
Verify Packet Reception
YCDV36BO DMS OBCP has been stopped
TM 5,1), APID 167 (10/7) PlI1=14000 PI2=0
(None)
NCDBFAOH OBCP | dentifier PKT=YCDV36B0
= 4242 <dec>
The OBCP should be finished within 3 mnutes.
Verify that the operational heater control is started.
Verify Tel emetry AND=DJXA0002
NJXD0022 TCS_MODE_ST PKT=YCL0Z001
= NW\L
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Verify Tel emetry AND=DJXA0002
NJXD0024 PCD_DRU_PSU_A_ON _OF PKT=YCL0Z001
= ON
oR
Verify Tel emetry AND=DJXA0002
NIXD0025 PCD_DRU_PSU _B_ON _OF PKT=YCL0Z001
= ON
Note that it is expected that the PCD DRU PSU A will be
switched on. In case the B unit is on, a failure nust
have occurred on the A unit.
AJXFO03A End of Sequence
End of Procedure
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