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Procedure Summary
oj ecti ves
The objective of this OBCP is to manually switch th e MMO to the MMO
cruise inital mode (of the MMO cruise active mode) from the MMO
cruise dormant mode. The procedure will take 50 sec onds (with no
wait times for TM checks).
Note in order to bring the MMO to Standby Mode eith er manually or
via OBCP, the procedure JX-CRP-092 or JX-FCP-003 “M MO Operational
Heater Control Start” has to be executed.
Summary of Constraints
All MMO packets are delayed by 16 seconds towards
the MPO, independent from the packet generation rat e.
Separation between MMO commands should be larger th an 1 seond (5
seconds are considered in this procedure).
Spacecraft Configuration
Start of Procedure
MMO in Cruise Dormant Mode
End of Procedure
MMO in Cruise Initial Mode
Ref erence Fil e(s)
I nput Command Sequences
Qut put Command Sequences
AJXC090A
AJXC090B
Ref erenced Di spl ays
ANDs GRDs SLDs
DJXA0001
DJXA0002
Configuration Control |nformation
DATE FOP | SSUE| VERSI ON MODI FI CATI ON DESCRI PTI ON AUTHOR SPR REF
23/02/2017 1 Created a.dietz-bc
12/04/2017 2 Updated after OBCP URD revision. a.dietz-bc
13/04/2017 2.01 Update of editorial points in steps 3.1 and 4.1 after JAXA comments a.dietz-bc
Status  : Version 3 - Updated

Last Checkin: 13/12/2017
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Update after SVT-1b: added commands to enable MMO HK SID 2 in steps 3.5 and 3.5.

Generated reports of the Service 12 and 19 tables to check the updated monitoring status
13/12/2017 3 in steps 3.6 and 4.6.

a.dietz-bc
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Procedure Fl owchart

Overvi ew

Status  : Version 3 - Updated
Last Checkin: 13/12/2017

| START of Procedure |

Preconditions

ADUMIMYS

@ SWI,'\I'CH

on CNV-A

or CNV-
B?

Main

Switch MMO to
Cruise Initial Mode
main

Redundant

Switch MMO to
Cruise Initial Mode
redundant

END of Procedure
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Step | Label / Ti me

Acti vi ty/ Remar ks/ Br anch

[CK| Display

Begi nni ng of Procedure

ADUMWYSQ

Beginning of Sequence
Precondi ti ons

TimeTag type : B

Precondi ti ons

Next step(s):
> 2

Check MMO Tenper at ur es

Check that the MMO temperatures are within limits f
switch-on to active mode:

- CNV temperature is higher than -30degC and lower
60degC.

- DMC temperature is higher than -30degC and lower
60degC.

- PCD temperature is higher than -25degC and lower
65degC.

- MMO Lower Deck, XTRP-A temperature is higher than
30degC and lower than 60degC.

or

than

than

than

Verify Tel emetry
NRUD2070 MMO-TEMP-CNV-A
> -30 degC
< 60 degC

AND=DJXA0001
PKT=YCD0Z070

Verify Tel emetry
NRUD2076 MMO-TEMP-DMC-A
> -30 degC

< 60 degC

AND=DJXA0001
PKT=YCDO0z070

Verify Tel emetry
NRUD2074 MMO-TEMP-PCD-A
> -25 degC

< 65 degC

AND=DJXA0001
PKT=YCD0Z070

Verify Tel emetry
NRUD3070 MMO-TEMP-LWD-A
> -30 degC

< 60 degC

AND=DJXA0001
PKT=YCDO0z071

1.2

Check MMO in dormant node

Status  : Version 3 - Updated

Last Checkin: 13/12/2017
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Step

Label / Ti me

Acti vi ty/ Remar ks/ Br anch

CK Di spl ay

Check that the MMO s in Cruise dormant mode.

Verify Tel emetry
NPWD1601 MMO-CNV-A-ON-ST
= On

AND=DJXA0001
PKT=YCD0Z066

Verify Tel emetry
NPWD1602 MMO-CNV-B-ON-ST
= On

AND=DJXA0001
PKT=YCD0Z066

Verify Tel emetry
NRUD4002 MMO_CNV_A_RLY_ST-A
= Heater

AND=DJXA0001
PKT=YCD0Z068

Verify Tel emetry
NRUD3002 MMO_CNV_B_RLY_ST-A
= Heater

AND=DJXA0001
PKT=YCD0Z068

If either:

NPWD1601 MMO_CNV_A_ON_ST = ON or
NPWD1602 MMO_CNV_B_ON_ST = ON

and

NRUD4002 MMO_CNV_A_RLY_ST-A = MAIN
NRUD3002 MMO_CNV_B_RLY_ST-A = MAIN
NJXD0022 TCS_MODE_ST = STBY

the MMO is already in Cruise Initial Mode.
Continue procedure in step 3.4.

1.3

Error handling

If above preconditions are not fulfilled or if duri
the execution of the procedure, any command fails o
any TM check is not as expected, abort this procedu

and switch MMO back to cruise dormant mode by use o

either procedure:

JX-CRP-091 MMO Switch to Cruise Dormant Mode manua
JX-FCP-002 MMO Switch to Cruise Dormant Mode by OB

ng

Iy
CP

Status

: Version 3 - Updated
Last Checkin: 13/12/2017
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Step

Label / Ti me

Acti vi ty/ Remar ks/ Br anch

CK Di spl ay

SW TCH on CNV-A or CNV-B?

Next step(s):
-> 3 Main
-> 4 Redundant

ADUMMWYSQ

End of Sequence

AJXCO90A

Beginning of Sequence
MVO to Initial MAIN

TimeTag type : B

Switch MMOto Cruise Initial Mdde nmain

Next step(s):
-> END

Switch off both MMO converters

Switch off both converters. This will bring MMO in
launch mode with SED heaters operating.

+00.00.00

Execut e Tel ecommand
ZPW9008 PCDU MMO CNV_A LCL_OFF
TC Control Flags:
GBM IL DSE
Se¥iismiiaen

Verify Tel emetry
NPWD1601 MMO-CNV-A-ON-ST
= Of

AND=DJXA0001
PKT=YCD0Z066

+00.00.01

Execut e Tel econmand
ZPW)9010 PCDU MMO CNV_B LCL_COFF
TC Control Flags:
GBM IL DSE
SN

Verify Tel emetry
NPWD1602 MMO-CNV-B-ON-ST
= Of

AND=DJXA0001
PKT=YCDO0Z066

Status

: Version 3 - Updated
Last Checkin: 13/12/2017
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Step

Label / Ti me

Acti vi ty/ Remar ks/ Br anch

CK Di spl ay

Switch CNV relays to MAIN

Switch MMO to main power supply.

Note commands are sent via RIU A and B.

+00.00.01

Execut e Tel ecommand
ZRUR0A6 RI U MVO TC MMO CNV_A RLY_MAIN A
TC Control Flags:
GBM IL DSE
R N

+00.00.01

Execut e Tel econmand
ZRUW20BE RIU MMO TC MMO CNV_A RLY_MAIN B
TC Control Flags:
GBM IL DSE
[ S

Verify Tel emetry
NRUD4002 MMO_CNV_A_RLY_ST-A
= Min

AND=DJXA0001
PKT=YCDO0Z068

Verify Tel emetry
NRUD9002 MMO_CNV_A _RLY_ST-B
= Min

AND=DJXA0001
PKT=YCDO0Z069

+00.00.01

Execut e Tel ecommand
ZRU2076 RI U MVO TC MMO CNV_B RLY_MAIN A
TC Control Flags:
GBM IL DSE
=Y - aa-

+00.00.01

Execut e Tel econmand
ZRUW208E RIU MMO TC MMO CNV_B RLY MAIN B
TC Control Flags:
GBM IL DSE
R

Verify Tel emetry
NRUD3002 MMO_CNV_B_RLY_ST-A
= Min

AND=DJXA0001
PKT=YCDO0Z068

Verify Tel emetry
NRUD8002 MMO_CNV_B_RLY_ST-B
= Min

AND=DJXA0001
PKT=YCDO0Z069

Status

: Version 3 - Updated

Last Checkin: 13/12/2017
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Step

Label / Ti me

Acti vi ty/ Remar ks/ Br anch

CK Di spl ay

Switch on CNV-A

Switch on CNV-A. This will bring MMO into Cruise
Initial Mode.

+00.00.01

Execut e Tel ecommand
ZPW9009 PCDU MVO CNV_A LCL_ON
TC Control Flags:
GBM IL DSE
--Y == -

Verify that the MMO is in Cruise Initial Mode, wher
only CNV-A shall be switched-on.

eas

Verify Tel emetry
NPWD1601 MMO-CNV-A-ON-ST
= On

AND=DJXA0001
PKT=YCDO0Z066

Verify Tel emetry
NPWD1602 MMO-CNV-B-ON-ST
= Of

AND=DJXA0001
PKT=YCDO0Z066

Verify Tel emetry
NRUD4002 MMO_CNV_A_RLY_ST-A
= Min

AND=DJXA0001
PKT=YCDO0Z068

Verify Tel emetry
NRUD3002 MMO_CNV_B_RLY_ST-A
= Min

AND=DJXA0001
PKT=YCDO0Z068

Enabl e CNV-A trip-off nonitoring

Enable CNV-A trip-off monitoring and recovery actio

Status

+00.00.01

: Version 3 - Updated

Last Checkin: 13/12/2017

Execut e Tel econmand
ZCDO0CO01 DWVS Enabl e User Monitoring
TC Control Flags:
GBM IL DSE
==Y == ===

Command Parameters :
PCG0C011 Number of Monitoring
PCG0C012 User Monitoring ID =

o I

0 <dec>

1 <dec>
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Step

Label / Ti me

Acti vi ty/ Remar ks/ Br anch

CK Di spl ay

+00.00.01

Execut e Tel econmand
ZCD01304 DWVs Enabl e Action(s)

TC Control Flags:

GBM IL DSE
o= So o=o

Command Parameters :

PCGL3041 Number of Actions = 1 <dec>
PCGL3042 PID emitter of Event = 10 <dec>
PCGL3012 Event Identifier = 13110 <dec>

Check MMO DMC st at us

Wait 30 seconds to ensure that the MMO RT is
operational before enabling the MMO Milbus Interfac e.

+00.00.30

Execut e Tel ecommand
ZCLOA903 CPL Enable Mm Interface
TC Control Flags:
GBM IL DSE
et Y TR RS e

Wait 1 second and enable MMO Macro Command.
Note that macros need to be enabled to execute the
following command to change the MMO HK generation r ate.

+00.00.01

Execut e Tel econmand
ZJX00013 MMO DH_MC START
TC Control Flags:
GBM IL DSE
N RS

Wait 5 seconds for MMO HK update.

Verify Tel emetry
NJXD0012 DH_MC_ENA_DIS
= ENA

AND=DJXA0002
PKT=YCL0Z001

Status

: Version 3 - Updated

Last Checkin: 13/12/2017

Set the MMO public HK generation period to once eve ry
second and align generation rate of MPO generated M MO
packet YCL0Z001 to the same value.

Note this has to be performed to avoid that MMO pac kets
are lost or duplicated in the stream to ground, see NCR
BC-ASD-NC-00369.
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Step Label / Ti me Acti vi ty/ Remar ks/ Br anch CK Di spl ay
+00.00.05 Execut e Tel econmand
ZJX00011 MMO DH OPE_MODE_HK_1S
TC Control Flags:
GBM IL DSE
e e
+00.00.01 Execut e Tel econmand
ZCL00306 CPL Disable HK Tel enetry Generation
TC Control Flags:
GBM IL DSE
=Y --aaa
Command Parameters :
PCG03011 HK Packet Structure ID = 1 <dec>
+00.00.01 Execut e Tel econmand
ZCL00381 CPL Define HK Report Generate Period
TC Control Flags:
GBM IL DSE
caY =o oo
Command Parameters :
PCR03011 HK Packet Structure ID = 1 <dec>
PCG03012 Period in 8Hz cycles = 8 <dec>
+00.00.01 Execut e Tel econmand
ZCL00305 CPL Enabl e HK Tel enetry CGeneration
TC Control Flags:
GBM IL DSE
Y S
Command Parameters :
PCR3011 HK Packet Structure ID = 1 <dec>
Note: all MMO packets are delayed by 16 seconds tow ards
the MPO, independent from the packet generation rat e.
For MIL-BUS communication, MMO collects packets
internally for 16 seconds, and then sends the packe ts
to MPO, which means all the packets are delayed abo ut
16 seconds before being sent to MPO.
Verify Packet Reception
YCL0OZ001 MMO HK
TM(3, 25), APID 210 ( 13/2) PI1= 1 PI2= 0
In addition, enable the generation of packet YCL0Z0 02
(MMO function status), SID 2. The default generatio n
rate will be once every 64 seconds. Both MMO HK pac kets
will be received on VC2.
Status  : Version 3 - Updated

Last Checkin: 13/12/2017
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Step Label / Ti me Acti vi ty/ Remar ks/ Br anch CK Di spl ay
+00.00.01 Execut e Tel econmand
ZCL00305 CPL Enable HK Tel enmetry CGeneration
TC Control Flags:
GBM IL DSE
o= So o=o
Command Parameters :
PCR03011 HK Packet Structure ID = 2 <dec>
Verify Packet Reception
YCL0OZ002 WMMO function status
TM(3, 25), APID 210 ( 13/2) PI1= 2 PI2= 0
3.6 Di sabl e MMO t enperature nonitorings
Disable MMO temperature monitorings and recovery ac tion
(monitoring shall be only active in MMO Cruise dorm ant
mode).
+00.00.01 Execut e Tel econmand
ZCF00C02 PLTF Di sabl e User Monitoring
TC Control Flags:
GBM IL DSE
EEREED R R R
Command Parameters :
PCG0C011 Number of Monitoring = 19 <dec>
PCG0C012 User Monitoring ID = 233 <dec>
PCG0C012 User Monitoring ID = 234 <dec>
PCG0C012 User Monitoring ID = 235 <dec>
PCG0C012 User Monitoring ID = 236 <dec>
PCG0C012 User Monitoring ID = 237 <dec>
PCG0C012 User Monitoring ID = 238 <dec>
PCG0C012 User Monitoring ID = 239 <dec>
PCG0C012 User Monitoring ID = 240 <dec>
PCG0C012 User Monitoring ID = 241 <dec>
PCG0C012 User Monitoring ID = 242 <dec>
PCG0C012 User Monitoring ID = 243 <dec>
PCG0C012 User Monitoring ID = 244 <dec>
PCG0C012 User Monitoring ID = 245 <dec>
PCG0C012 User Monitoring ID = 246 <dec>
PCG0C012 User Monitoring ID = 247 <dec>
PCG0C012 User Monitoring ID = 248 <dec>
PCG0C012 User Monitoring ID = 251 <dec>
PCG0C012 User Monitoring ID = 252 <dec>
PCG0C012 User Monitoring ID = 253 <dec>
Status  : Version 3 - Updated
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Step

Label / Ti me

Acti vi ty/ Remar ks/ Br anch

CK Di spl ay

+00.00.01

Execut e Tel econmand
ZCF01305 PLTF Di sabl e Action(s)

TC Control Flags:

GBM IL DSE
o= So o=o

Command Parameters :
PCGL3041 Number of Actions = 1 <dec>
PCGL3042 PID emitter of Event = 12 <dec>
PCGL3012 Event Identifier = 21638 <dec>

Generate a report of the Service 12 and 19 tables t
check the updated monitoring status.

+00.00.01

Execut e Tel econmand
ZCLO0380 CPL Request one HK Paraneters Report
TC Control Flags:
GBM IL DSE
==Y oo ooo
Command Parameters :
PCG03011 HK Packet Structure ID = 74 <dec>

+00.00.01

Execut e Tel ecommand
ZCLO0380 CPL Request one HK Paraneters Report
TC Control Flags:
GBM IL DSE
ceY == aa-
Command Parameters :
PC®03011 HK Packet Structure ID = 75 <dec>

Verify Packet Reception
YCL1Z074 DMS S12 tables
TM(3, 25), APID 212 ( 13/4) Pll1= 74 PI2= 0

Verify Packet Reception
YCL1Z075 DMS S19 tables
TM(3, 25), APID 212 ( 13/4) PI1= 75 PI2= 0

AJXCO90A

End of Sequence

AJXC090B

Beginning of Sequence
MVMO to Initial RED

TimeTag type : B

Switch MMOto Cruise Initial Mde redundant

Next step(s):
-> END

Status

: Version 3 - Updated

Last Checkin: 13/12/2017
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Step

Label / Ti me

Acti vi ty/ Remar ks/ Br anch

CK Di spl ay

4.1

Switch off both MMO converters

Switch off both converters. This will bring MMO in
launch mode with SED heaters operating.

+00.00.00

Execut e Tel ecommand
ZPW9008 PCDU MMO CNV_A LCL_OFF
TC Control Flags:
GBM IL DSE
--Y == -

Verify Tel emetry
NPWD1601 MMO-CNV-A-ON-ST
= Of

AND=DJXA0001
PKT=YCD0Z066

+00.00.01

Execut e Tel econmmand
ZPW)9010 PCDU MMO CNV_B LCL_COFF
TC Control Flags:
GBM IL DSE
2oV co coo

Verify Tel emetry
NPWD1602 MMO-CNV-B-ON-ST
= Of

AND=DJXA0001
PKT=YCDO0Z066

4.2

Switch CNV relays to MAIN

Switch MMO to main power supply.

Note commands are sent via RIU A and B.

+00.00.01

Execut e Tel ecommand
ZRUR0A6 RI U MVO TC MMO CNV_A RLY_MAIN A
TC Control Flags:
GBM IL DSE
=Y == -a-

Status

+00.00.01

: Version 3 - Updated

Last Checkin: 13/12/2017

Execut e Tel econmmand
ZRUW20BE RIU MMO TC MMO CNV_A RLY_MAIN B
TC Control Flags:
GBM IL DSE
EaN
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Step

Label / Ti me

Acti vi ty/ Remar ks/ Br anch

CK Di spl ay

Verify Tel emetry
NRUD4002 MMO_CNV_A_RLY_ST-A
= Min

AND=DJXA0001
PKT=YCD0Z068

Verify Tel emetry
NRUD9002 MMO_CNV_A_RLY_ST-B
= Min

AND=DJXA0001
PKT=YCD0Z069

+00.00.01

Execut e Tel ecommand
ZRUW2076 RIU MMO TC MMO CNV_B RLY _MAIN A
TC Control Flags:
GBM IL DSE
[ S

+00.00.01

Execut e Tel ecommand
ZRUR0OSE RI U MVD TC MVO CNV_B RLY_MAIN B
TC Control Flags:
GBM IL DSE
EEA SR

Verify Tel emetry
NRUD3002 MMO_CNV_B_RLY_ST-A
= Min

AND=DJXA0001
PKT=YCD0Z068

Verify Tel emetry
NRUD8002 MMO_CNV_B_RLY_ST-B
= Min

AND=DJXA0001
PKT=YCD0Z069

Switch on CNV-B

Switch on CNV-B. This will bring MMO into Cruise
Initial Mode.

+00.00.01

Execut e Tel econmand
ZPW)9011 PCDU MMO CNV_B LCL_ON
TC Control Flags:
GBM IL DSE
Y et

Verify that the MMO is in Cruise Initial Mode, wher
only CNV-B shall be switched-on.

eas

Status

Verify Tel emetry
NPWD1601 MMO-CNV-A-ON-ST
= Of

: Version 3 - Updated
Last Checkin: 13/12/2017

AND=DJXA0001
PKT=YCD0Z066
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Step

Label / Ti me

Acti vi ty/ Remar ks/ Br anch

CK Di spl ay

Verify Tel emetry
NPWD1602 MMO-CNV-B-ON-ST
= On

AND=DJXA0001
PKT=YCD0Z066

Verify Tel emetry
NRUD4002 MMO_CNV_A_RLY_ST-A
= Min

AND=DJXA0001
PKT=YCD0Z068

Verify Tel emetry
NRUD3002 MMO_CNV_B_RLY_ST-A
= Min

AND=DJXA0001
PKT=YCD0Z068

Enabl e CNV-B trip-off nonitoring

Enable CNV-B trip-off monitoring and recovery actio

+00.00.01

Execut e Tel econmand
ZCDO0CO01 DMs Enabl e User Monitoring

TC Control Flags:

GBM IL DSE
SRy

Command Parameters :

PCG0C011 Number of Monitoring = 1 <dec>
PCG0C012 User Monitoring ID = 61 <dec>

+00.00.01

Execut e Tel econmand
ZCD01304 DWVs Enabl e Action(s)

TC Control Flags:

GBM IL DSE
R R R,

Command Parameters :

PCGL3041 Number of Actions = 1 <dec>
PCGL3042 PID emitter of Event = 10 <dec>
PCGL3012 Event Identifier = 13111 <dec>

4.5

Check MMO DMC st at us

Status

Wait 30 seconds to ensure that the MMO RT is
operational before enabling the MMO Milbus Interfac

: Version 3 - Updated
Last Checkin: 13/12/2017
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Step

Label / Ti me

Acti vi ty/ Remar ks/ Br anch

CK Di spl ay

+00.00.30

Execut e Tel econmand
ZCLOA903 CPL Enable Mm Interface
TC Control Flags:
GBM IL DSE
e e

Wait 1 second and enable MMO Macro Command.
Note that macros need to be enabled to execute the
following command to change the MMO HK generation r

ate.

+00.00.01

Execut e Tel ecommand
ZJX00013 MVD DH _MC _START
TC Control Flags:
GBM IL DSE
=Y == ==

Wait 5 seconds for MMO HK update.

Verify Tel emetry
NJXD0012 DH_MC_ENA_DIS
= ENA

AND=DJXA0002
PKT=YCL0Z001

Set the MMO public HK generation period to once eve
second and align generation rate of MPO generated M
packet YCL0Z001 to the same value.

Note this has to be performed to avoid that MMO pac
are lost or duplicated in the stream to ground, see
BC-ASD-NC-00369.

ry
MO

kets
NCR

+00.00.05

Execut e Tel ecommand
ZJX00011 MVO DH_OPE_MODE_HK_1S
TC Control Flags:
GBM IL DSE
--Y -- ---

Status

+00.00.01

: Version 3 - Updated

Last Checkin: 13/12/2017

Execut e Tel econmand
ZCL00306 CPL Di sable HK Tel enetry Ceneration
TC Control Flags:
GBM IL DSE
EEREER R EE R
Command Parameters :
PCG03011 HK Packet Structure ID = 1 <dec>
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Step Label / Ti me Acti vi ty/ Remar ks/ Br anch CK Di spl ay
+00.00.01 Execut e Tel econmand
ZCL00381 CPL Define HK Report Generate Period
TC Control Flags:
GBM IL DSE
o= So o=o
Command Parameters :
PCR03011 HK Packet Structure ID = 1 <dec>
PCG03012 Period in 8Hz cycles = 8 <dec>
+00.00.01 Execut e Tel ecommand
ZCL00305 CPL Enable HK Tel enetry Ceneration
TC Control Flags:
GBM IL DSE
oY oo ooo
Command Parameters :
PCR03011 HK Packet Structure ID = 1 <dec>
Note: all MMO packets are delayed by 16 seconds tow ards
the MPO, independent from the packet generation rat e.
For MIL-BUS communication, MMO collects packets
internally for 16 seconds, and then sends the packe ts
to MPO, which means all the packets are delayed abo ut
16 seconds before being sent to MPO.
Verify Packet Reception
YCL0OZ001 MMO HK
TM(3, 25), APID 210 ( 13/2) PI1= 1 PI2= 0
In addition, enable the generation of packet YCL0Z0 02
(MMO function status), SID 2. The default generatio n
rate will be once every 64 seconds. Both MMO HK pac kets
will be received on VC2.
+00.00.01 Execut e Tel econmand
ZCL00305 CPL Enabl e HK Tel emetry Generation
TC Control Flags:
GBM IL DSE
==Y == ===
Command Parameters :
PCG03011 HK Packet Structure ID = 2 <dec>
Verify Packet Reception
YCL0OZ002 MVO function status
TM(3, 25), APID 210 ( 13/2) PlI1= 2 PI2= 0
4.6 Di sabl e MMO tenperature nonitorings
Status  : Version 3 - Updated
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manually

Step Label / Ti me Acti vi ty/ Remar ks/ Br anch CK Di spl ay
Disable MMO temperature monitorings and recovery ac tion
(monitoring shall be only active in MMO Cruise dorm ant
mode).
+00.00.01 Execut e Tel ecommand
ZCF00C02 PLTF Di sabl e User Monitoring
TC Control Flags:
GBM IL DSE
==Y == aaa
Command Parameters :
PCG0C011 Number of Monitoring = 19 <dec>
PCG0C012 User Monitoring ID = 233 <dec>
PCG0C012 User Monitoring ID = 234 <dec>
PCG0C012 User Monitoring ID = 235 <dec>
PCG0C012 User Monitoring ID = 236 <dec>
PCG0C012 User Monitoring ID = 237 <dec>
PCG0C012 User Monitoring ID = 238 <dec>
PCG0C012 User Monitoring ID = 239 <dec>
PCG0C012 User Monitoring ID = 240 <dec>
PCG0C012 User Monitoring ID = 241 <dec>
PCG0C012 User Monitoring ID = 242 <dec>
PCG0C012 User Monitoring ID = 243 <dec>
PCG0C012 User Monitoring ID = 244 <dec>
PCG0C012 User Monitoring ID = 245 <dec>
PCG0C012 User Monitoring ID = 246 <dec>
PCG0C012 User Monitoring ID = 247 <dec>
PCG0C012 User Monitoring ID = 248 <dec>
PCG0C012 User Monitoring ID = 251 <dec>
PCG0C012 User Monitoring ID = 252 <dec>
PCG0C012 User Monitoring ID = 253 <dec>
+00.00.01 Execute Tel ecommand
ZCF01305 PLTF Di sabl e Action(s)
TC Control Flags:
GBM IL DSE
==Y == ===
Command Parameters :
PCGL3041 Number of Actions = 1 <dec>
PCGL3042 PID emitter of Event = 12 <dec>
PCGL3012 Event Identifier = 21638 <dec>
Generate a report of the Service 12 and 19 tables t o]
check the updated monitoring status.
+00.00.01 Execut e Tel econmand
ZCLO0380 CPL Request one HK Paraneters Report
TC Control Flags:
GBM IL DSE
==Y == -a-
Command Parameters :
PCR03011 HK Packet Structure ID = 74 <dec>
Status  : Version 3 - Updated
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Fop Issue : n/a
Issue Date: n/a
MMO Switch to Cruise Initial Mode manually o \\\\\\\\\““:;i
File: JX-CRP-090.xIs e\ eSa

Author: a.dietz-bc

Step Label / Ti me Acti vi ty/ Remar ks/ Br anch CK Di spl ay

+00.00.01 Execut e Tel econmand
ZCLO0380 CPL Request one HK Paraneters Report
TC Control Flags:
GBM IL DSE
o= So o=o
Command Parameters :
PCG03011 HK Packet Structure ID = 75 <dec>

Verify Packet Reception
YCL1Z074 DMS S12 tables
TM(3, 25), APID 212 ( 13/4) PI1= 74 PI2= 0

Verify Packet Reception
YCL1Z075 DMS S19 tables
TM(3, 25), APID 212 ( 13/4) PlI1= 75 PI2= 0

AJXC090B End of Sequence

End of Procedure
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